
UPS Distributed Power ETP-UPC09C100  

www.enviosecurity.com 

ETP-UPC09C100  
DC 12V 10A 9 CH CCTV DISTRIBUTED UPS POWER BOX – 120W 

• 120W 9chs UPS Power Supply Box 

• Output voltage & current: DC12V  10A 

• Input voltage range: 85~264VAC 

• Built in EMI filter with tiny ripple 

• 100% full load burn-in test 

• Air Cooling 

• Protection: Short circuit/ Overload/ Over volta-

ge/ Over temperature 

• Built-in constant current limiting circuit 

(C.C.+C.V.mode) 

Product Description  

DC voltage 12V±5% 

Rated Current 10A 

Number of outputs 9 

Efficiency 85% min 

Setup Rise Time 1000MS 50MS/230VAC 1000MS 40MS/115VAC 

Hold Time(TYP.) 20MS/230VAC 20MS/115VAC 

Voltage Range 85VAC-264VAC 

Frequency Range 50-60HZ 

Leak Current <3.5MA/230VAC 115VAC 

Over Load Rated Output Power 105-140% 

Over Voltage Rated Voltage 140% 

Short Circuit Load automatically after fault conditin is removed to restore 

Working Temperature -20°C~+65°C 

Working Humidity -10%~85% RH 

Weight 1.6 kg 

Dimensions 207*265*80mm (L*W*H) 
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